
BSF 47-5.10 H

Pump   

Rod Side Output m3  /h -

Delivery pressure bar -

Strokes 1/min. -

Piston side Output m3  /h 95

Delivery pressure bar 82

Strokes 1/min. 27

Delivery cylinder diameter mm 230

Stroke mm 1400

Boom M47

Sections 5

Reach height m 46.1

Horizontal reach:

gross m 41.1

net m 38.0

Reach depth max. m 32.4

Unfolding height m 11.1

End hose length m 3

Folding system RZ

Delivery line DIN 125

Technical Data

Output up to 100 m³/h   |    Delivery pressure up to 82bar

* Delivery line boom max. 85 bar. 
All data maximum theoretical.



Putzmeister Concrete Machines Pvt. Ltd. 
Plot No. N4, Phase 4, Verna Industrial Estate,  
Salcette - Goa 403 722. INDIA 
Tel.: +91 (832) 6696 000  
Fax: +91 (832) 6696 300 
Whatsapp: +91 91585 34123 
www.putzmeister.com For all your support needs, contact.india@putzmeister.com

Regional Offices: NORTH: 011 4200 5600, EAST: 033 6614 2525, WEST: 022 2636 0181 / 82, SOUTH: 040 4010 1015

Service Call Centre: NORTH: 99100 25721, EAST: 84200 59909, WEST: 73877 00081, 
SOUTH (AP, TN): 78939 22727, SOUTH (KA, KL): 90080 65829

-  SEE QUOTATION FOR EXACT SERIAL DELIVERY SCOPE.

-  COMPREHENSIVE RANGE OF OPTIONS AVAILABLE ON REQUEST 

Pump on/off dependent on speed

Rear steps

Radio remote control ergonic 2.0 with display, also with cable

Rubber collar at hopper

Splash guard fixed

S-transfer tube switchover normal/fast

Support plates at slewing legs in holder

Tool set incl. standard equipment

Towing eye

Water tank 500 L

Working light for lightening of hopper

Scope of supply

Agitator safety cutout (RSA) in RFID with self-start protection

Central lubrication hopper, electrically

Concrete hopper RS 909 with agitator

Delivery cylinder chrome plated

End hose 3,0 m DN 125

Ergonic Graphic Display (EGD) with machine-failure management

Ergonic Pump System (EPS) incl. Ergonic Output Control (EOC)

Ergonic 2.0

Flushing water pump 160 l/min 17-25 bar

Guard rail right side / grab left side

Hinged elbow with cleaning port

Horn via mushroom button at hopper

Operating manual (2xPaper), spare part .list.

Platform non-skid

Support width based on center of support leg
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