
Wetkret 5
Concrete spraying equipment



 
 

Protected and sensorized
front and rear legs

 

Control panel with screen for
user-friendly control and issues diagnostic

Putzmeister 17.2
spraying arm with
17 m vertical reach 

FOPS/ROPS
certified cabin

Stage V
Diesel engine

On-board compressor

Hydraulic cable reel
with 50 or 100 m cable

 

Radio/cable
remote control

Robust wheels
and “crab mode” system

Putzmeister concrete
pump up to 33 m3/h

Additive dosage
synchronization with
the concrete flow

Wetkret 5 − 
efficient technology for concrete spraying

The robust Wetkret 5 concrete spraying equipment has all the 
features required for the highest quality shotcreting for 
demanding underground projects with medium to large 
cross-sections. Always putting safety first, Wetkret 5 has 
been designed for agile, long-lasting and autonomous work.

The Putzmeister concrete pump guarantees low pulsation, the 
additive synchronization with the concrete flow is very 
precise, the remote control spraying arm can be moved easily 
to adapt to the cross-sections and control with intuitive 
software allows adjustments to be made to the mix and the 
troubleshooting of errors and alarms. In addition, with the 
built-in cleaning and compressor system, including the 
optional Hydroscaling system, no external components are 
required for applying the concrete.

Safe and precise concrete
spraying in medium and

large tunnel sections
and galleries 
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Wetkret 5 − tailored to your needs  
and the toughest working conditions

Flexible and precise handling:
fast and robust spraying arm
With its articulated and telescopic design, the spraying arm
can be deployed in a minimum section and provides a vertical 
spraying reach of 17 m. 

The automatic spray lance movement and nozzle oscillation 
facilitate the operators work, so that he can concentrate on 
spraying finish quality, increasing productivity and efficiency. 

The anti-stick system of the telescopic arm extends the life of 
the components and facilitates cleaning.

Guaranteed safety:
all controls available in remote control
All the machine functions are available in the dual remote 
control (wireless or cable) as well as spraying arm movements: 
automatic spraying sequence start and stop functions
(air, concrete and additive), regulation of concrete output, 
adjustments to the predefined additive dosage and hydraulic 
cable reel operation, facilitating the operators work and 
increasing safety.

Intuitive control with
Putzmeister Wetkret software
The control software for Putzmeister concrete spraying 
machines is programmed for intuitive operation by the 
operator. As with other equipment in the Putzmeister Wetkret 
range, for easy recognition and usability for customers using 
more than one model, operators can adjust admixture timing 
and output volume, view real-time pumping data, get alerts and 
carry out troubleshooting on a full-colour screen in several 
languages.

Environmentally friendly:
power with low emissions
The powerful 129 kW diesel engine meets the latest EU Stage 
V emission standards. The engine has reduced nitrogen oxide 
emissions, allowing it to operate in protected areas.

All of the equipment’s lighting: work and driving lights, 
beacons, etc. are LED to guaranteeing optimum lighting with 
low energy consumption. Optionally, Wetkret 5 can be 
configured with biodegradable hydraulic oil for the entire 
circuit.

Chasis Putzmeister chassis:
safe design to harsh underground
conditions
The chassis is designed to operate safely in harsh underground 
working conditions, as well as to allow preventive maintenance 
to be performed with a minimum of effort, as the main access 
points are arranged at the foot of the machine. 

The Wetkret 5 has optimum ground clearance, allowing it to 
move agilely over uneven terrain. The steering system has a 
"crab mode" that increases manoeuvrability in these difficult 
driving conditions and thanks to its hydrostatic transmission 
with variable hydraulic motor, it is possible to change gear on 
flat surfaces and ascend gradients of up to 30%. 

The main components, such as the axles and wheels, are highly 
robust and durable, always considering the toughest conditions 
that can be encountered on this type of construction site.

It has 2 front and 2 rear legs to stabilise the machine on any 
type of terrain before proceeding with the operation, all of which 
are protected against possible impacts and are fitted with 
movement sensors for safety, to warn of unexpected or 
incorrect movements. 

The double braking system ensures safety in the event of an 
emergency. A brake release system is also fitted to allow the 
equipment to be towed if necessary.

The driver's cab is FOPS/ROPS certified and has a control panel 
and monitor for the rear, front and side cameras, ensuring 
perfect visibility.

Putzmeister concrete pump:
low pulsation up to 33 m3/h
Putzmeister has been world famous as the manufacturer of 
concrete pumps par excellence for over 60 years. Putzmeister 
is synonymous with top quality, innovation and reliability. 

Specially designed for concrete spraying, the concrete pump 
mounted on the equipment guarantees low pulsation and high 
performance. Furthermore, it is equipped with an emergency 
control with both diesel and electric mode.

Precision spraying:
automatic additive synchronization
timing with the concrete flow.
Wetkret 5 is equipped with a dosing system which automatica-
lly synchronizes the accelerator dosage with the concrete flow.

The screw additive pump is controlled electronically by closed 
circuit. It is equipped with a flow meter that provides actual, 
instantaneous measurement readings independently of the 
system wear, ensuring high quality shotcrete.

Total autonomy: on board
compressor and cleaning system
The Wetkret 5 series comes with an electric screw compressor 
built into the chassis, which makes it highly mobile and allows 
it to work autonomously without the need for external compres-
sors. Its flow rate of up to 11.1 m3/min allows efficient and 
high-quality adjustment of the spraying process.

The cleaning system, which is vital for the correct maintenance 
of the equipment, consists of a 200 l water tank, a 140 bar 
high-pressure water pump and an electric or diesel drive with a 
spray gun. The system is also designed for cleaning the 
additive pump by allowing it to aspire water instead of 
admixture.
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Built-in cleaning system with
diesel and electric operation

Dual radio and cable remote control
for easy and precise management
of arm movements 

Hopper with agitator, electric vibrator
and RFID security system on the grille.
Pumping of steel or polymer fibres.
Easy and safety to open for
maintenance and cleaning.

Highly intuitive control software via a
multilingual colour display. Allows
adjustment of aaditive dosage,
indicates the concrete flow rate and
troubleshoots errors

Putzmeister large diameter and
long-stroke concrete pump that
minimises pulsations and extends
the useful life of wear parts 

Screw additive pump with flowmeter
to ensure a high-quality finish

Optional Hydroscaling System:
improves spraying according to EFNARC 
recommendations
Hydroscaling systems are mainly used for two reasons: to clean the 
surface to be sprayed prior to application and to improve curing of the 
surface to prevent cracking and loss of compressive strength, both of 
which are recommended by EFNARC.

This process involves the use of pressurised water if permitted by 
terrain conditions. It leads to gains in safety by removing more 
unstable material or debris, improves the quality of the environment 
by reducing the dust generated during spraying and, above all, 
facilitates the subsequent adhesion of the concrete to the surface.

As an option, Wetkret 5 can be fitted with a full Hydroscaling system 
consisting of a high-pressure water pump and a spray lance at the 
end of the concrete output spraying arm, all of which is also contro-
lled from the remote control. Therefore, this process can be perfor-
med using the same equipment that will subsequently spray the 
concrete, saving time on project logistics and therefore shortening the 
work cycle.

Optional Hydroscaling system
for surface cleaning 

Wetkret 5 − 
complete solution for shotcreting in tunnels



Putzmeister Concrete Machines Pvt. Ltd. 
Plot No. N4, Phase 4, Verna Industrial Estate,  
Salcette - Goa 403 722. INDIA 
Tel.: +91 (832) 6696 000 · Fax: +91 (832) 6696 300 
Whatsapp: +91 91585 34123 · www.putzmeister.com For all your support needs, contact.india@putzmeister.com

Regional Offices: NORTH: 011 4200 5600, EAST: 033 6614 2525, WEST: 022 2636 0181 / 82, SOUTH: 040 4010 1015
Service Call Centre: NORTH: 99100 25721, EAST: 84200 59909, WEST: 90821 04420,  

SOUTH (AP, TN): 78939 22727, SOUTH (KA, KL): 90080 65829

#1 reason customers choose Putzmeister

AFTERSALES SUPPORT

Your Putzmeister Machine is in the best hands with our team. We 
ensure a high level of service, maintenance and genuine parts; we 
take care of your machine like no one else. Why? We know your 
machine better than anyone else!

Trained service experts ensure  
correct diagnosis and service

Genuine Putzmeister spare parts for  
long wear life and superior performance

Service expert allocated on time  
for uninterrupted operation

Genuine Service 
and Parts

Scan to download the list of  
Putzmeister Authorized Spare Parts 
Dealers and Warehouses

USE GENUINE PUTZMEISTER SERVICE   USE GENUINE PUTZMEISTER PARTS

Operations and maintenance solutions 
for Peace of Mind

Annual maintenance/ service contracts 
for extended machine life

Scan to check out range of  
concrete equipment and to  
download our brochures

Su
bj

ec
t t

o 
te

ch
ni

ca
l m

od
ifi

ca
tio

ns
 a

nd
 e

rr
or

s 
   

©
 b

y 
Pu

tz
m

ei
st

er
 C

on
cr

et
e 

M
ac

hi
ne

s 
Pv

t. 
Lt

d.
 2

02
3 

   
 

Al
l r

ig
ht

s 
re

se
rv

ed
   

 P
rin

te
d 

in
 In

di
a 

   
CT

 4
28

1-
12

 IN


